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Addendum No. 1

Dear Contractor:

This addendum is being issued to the contract for construction on State highway in SAN MATEO COUNTY NEAR
WOODSIDE FROM 1.5 KM SOUTH OF CANADA ROAD UNDERCROSSING TO 0.3 KM NORTH OF RANCHO
PULGAS ROAD UNDERCROSSING.

Submit bids for this work with the understanding and full consideration of this addendum.  The revisions declared in this
addendum are an essential part of the contract.

Bids for this work will be opened on May 25, 2004.

This addendum is being issued to revise the Project Plans and the Notice to Contractors and Special Provisions.

Project Plan Sheet 11A is added.  Half-sized copies of the added sheet is  attached for addition to the project plans.

In the Special Provisions, Section 10-1.15, "ASPHALT CONCRETE," is revised as attached.

To Proposal and Contract book holders:

Indicate receipt of this addendum by filling in the number of this addendum in the space provided on the
signature page of the proposal.

Submit bids in the Proposal and Contract book you now possess.  Holders who have already mailed their
book will be contacted to arrange for the return of their book.

Inform subcontractors and suppliers as necessary.
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This office is sending this addendum by UPS overnight mail to Proposal and Contract book holders to ensure that each
receives it.  A copy of this addendum and the modified wage rates are available for the contractor's use on the Internet Site:

http://www.dot.ca.gov/hq/esc/oe/weekly_ads/addendum_page.html

If you are not a Proposal and Contract book holder, but request a book to bid on this project, you must comply with the
requirements of this letter before submitting your bid.

Sincerely,

ORIGINAL SIGNED BY

REBECCA D. HARNAGEL, Chief
Office of Plans, Specifications & Estimates
Office Engineer

Attachments



10-1.15  ASPHALT CONCRETE
Asphalt concrete shall be open graded and Type A and shall conform to the provisions in Section 39, "Asphalt

Concrete," of the Standard Specifications and these special provisions.
Open graded asphalt concrete may be placed when the atmospheric temperature is below 20°C, but above 10°C,

provided the following requirements are met:

A. The aggregate grading shall be 12.5-mm maximum.
B. Open graded asphalt concrete shall be not less than 30 mm in compacted thickness.
C. Immediately prior to adding the asphalt binder to the open graded asphalt concrete mixture, the temperature of the

aggregate shall be not more than 163°C.  Open graded asphalt concrete shall be spread at a temperature of not less
than 135°C measured in the hopper in the asphalt paver.

D. The compaction operation shall be such that the maximum distance between the asphalt paver and the initial
breakdown rolling shall be no greater than 15 m.

E. During the placement of open graded asphalt concrete, the speed of the asphalt paver shall not exceed 10 m per
minute.

F. The Contractor shall cover loads of open graded asphalt concrete with tarpaulins.  The tarpaulins shall completely
cover exposed open graded asphalt concrete in the hauling vehicle until the open graded asphalt concrete has been
completely transferred into the asphalt paver hopper or placed in a windrow.

The grade of asphalt binder to be mixed with aggregate for open graded asphalt concrete shall be PBA Grade 6a and
shall conform to the provisions in "Asphalt" of these special provisions.

The aggregate for Type A asphalt concrete for replace asphalt concrete surfacing shall conform to the 19-mm maximum,
medium grading specified in Section 39-2.02, "Aggregate," of the Standard Specifications.

The asphalt content of the asphalt mixture will be determined in conformance with the requirements in California
Test 379, or in conformance with the requirements in California Test 382.

Paint binder (tack coat) shall be applied to existing surfaces to be surfaced and between layers of asphalt concrete, except
when eliminated by the Engineer.

Paint binder (tack coat) shall be, at the option of the Contractor, either slow-setting asphaltic emulsion, rapid-setting
asphaltic emulsion or paving asphalt.  Slow-setting asphaltic emulsion and rapid-setting asphaltic emulsion shall conform to
the provisions in Section 39-4.02, "Prime Coat and Paint Binder (Tack Coat)," and the provisions in Section 94, “Asphaltic
Emulsions," of the Standard Specifications.  When paving asphalt is used for paint binder, the grade will be determined by
the Engineer.  Paving asphalt shall conform to the provisions in Section 39-4.02, "Prime Coat and Paint Binder (Tack Coat),"
and the provisions in Section 92, "Asphalts," of the Standard Specifications.

Paint binder (tack coat) shall be applied in the liter per square meter range limits specified for the surfaces to receive
asphalt concrete in the tables below.  The exact application rate within the range will be determined by the Engineer.

Application Rates for Asphaltic Emulsion Paint Binder (Tack Coat) on Asphalt Concrete
(except Open Graded) and on Portland Cement Concrete Pavement (PCCP)

Type of surface to receive
paint binder (tack coat)

Rapid-Setting Asphaltic Emulsion
L/m2(Note A)

Dense, compact surfaces, between layers, and on
PCCP

0.10 – 0.20

Open textured, or dry,
aged surfaces

0.20 – 0.40

Note A:  Undiluted rapid-setting asphaltic emulsion.
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Application Rates for Asphaltic Emulsion Paint Binder (Tack Coat) on Open Graded Asphalt Concrete
Type of surface to receive

paint binder (tack coat)
Slow-Setting Asphaltic Emulsion

L/m2(Note A)
Rapid-setting Asphaltic Emulsion

L/m2(Note B)
Dense, compact surfaces
and between layers

0.25 – 0.50 0.10 – 0.25

Open textured, or dry,
aged surfaces

0.50 – 1.10 0.45 – 0.55

Note A:  Slow-setting asphaltic emulsion is asphaltic emulsion diluted with additional water.  Water shall be added
and mixed with the asphaltic emulsion (containing up to 43 percent water) so the resulting mixture contains one part
asphaltic emulsion and not more than one part added water.  The water shall be added by the emulsion producer or
at a facility that has the capability to mix or agitate the combined blend.
Note B:  Undiluted rapid-setting asphaltic emulsion.

Application Rates for Paint Binder (Tack Coat) on
 Open Graded Asphalt Concrete

Type of surface to receive paint binder (tack coat) Paving Asphalt
L/m2

Dense, compact surfaces and between layers 0.05 – 0.15
Open textured, or dry, aged surfaces 0.15 – 0.30

The area to which paint binder has been applied shall be closed to public traffic.  Care shall be taken to avoid tracking
binder material onto existing pavement surfaces beyond the limits of construction.
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